Fitting Instructions
BA 2123
Raised Air Intake Snorkel (plastic) suitable for Defender vehicles
(RHD for 300TDI, TD5 and PUMA)

You will need:

• Silicone Sealant
• 3.5mm Drill
• Step Drill or 16mm Drill Bit

Fitting Instructions: BM080121
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Instructions

1. From the right-hand wing, remove the air intake grill.
2. Remove the plastic air intake ducting from the inside of the engine bay.
3. Align your template with the upper rear corner of the guard and tape it into position. Then mark
the positions of the mounting holes (with something non-permanent) and take the template off.
4. Drill the three mounting holes to 16mm using your step drill. You will need to debur and paint
around the new holes.
5. Bolt the upper mounting bracket to the body of the snorkel.
6. Fix the studs into the snorkel body inserts and fit the body onto the vehicle.
7. Mark the positions for the upper mounting bracket holes.
8. Take the snorkel body off the vehicle.
9. Drill the bracket mounting holes to 3.5mm.
10. Take a small amount of silicone, smooth it onto the upper mounting bracket and stick the
rubber gasket onto the bracket.
11. Take silicone sealant again and smooth it onto the back of the snorkel body. Then stick the
foam body gasket onto the snorkel body.
12. Take the standard air ducting and put it into position.
13. Put silicone between the duct joins and onto the main surface of the air intake duct. This will
give you a watertight seal.
14. Use the standard screws to secure the ducting.
15. Take the backing paper off the sealing gasket and stick into position.
16. Put silicone onto the surface of the sealing gasket.
17. Put the snorkel body onto the vehicle, ensuring it is in the correct place.
18. Fasten the snorkel body to the vehicle.
19. Fix the air ram assembly to the snorkel body.
20. Fasten the hose clamp.
Warning: Before making a start on your snorkel installation, it is your responsibility to verify all of the
components and ensure the template is correct by checking it against the snorkel body. Please also
ensure all connections are WATERTIGHT.
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